
MAXIMUM POWER POINT TRACKERS

BMPPT150
• Use when required output voltage is higher than PV voltage
•    Improves  system efficiency in real opperating conditions
• High output voltage to improve power distribution
•

 

Proven award winning MPPT technology

 

  Features:

Designed In Australia

   
    

 

BMPPT Range

 

Input Voltage

Battery Voltage

Efficiency Typical

BMPPT150         BMPPT800

14V to 54V  14V to 54V

95% 96%

Maximum Output Power 800W150W 

Monitoring and Control

Dawn to Dusk, LVD
or Remote Control

PV Short and Surge Protection

Yes

Yes

Yes

Thermal Protection YesYes

Yes (full via MCM)

Yes
Programmable and 
enabled via  MCM

Yes

Yes (full via MCM)

Yes
Programmable and 
enabled via  MCM

Yes

Dimensions  [LxWxH mm] 220 x 177 x 67  100 x 75 x 35  

 

24V / 48V  24V / 48V or 
Programmable 14V - 
58V via MCM and GUI

24V / 48V or
Programmable 14V - 
58V via MCM and GUI

BMPPT1500         

14V to 54V

Maximum Output Current 5.2A at 29V 14A at 58V 26A at 58V

96%

1500W 

Yes

220 x 177 x 67  
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