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“Increase Your Panel Output By Up To 30%...’

Increase your panel output by up to 30%, without
paying more, with the revolutionary MPPT series
using the technology that won GSL the prestigious
“2008 EDN Innovation award”. This innovative solar
charger is extremely cost effective, efficient,
compact and easy to use. Reliability is enhanced by
a multilevel over temperature protection and a
robust maximum power tracking algorithm.

Ideal for charging batteries from new low cost and high efficiency Built in load switch configurable as a variable
grid type panels dawn to dusk or low voltage disconnect
Simple 3 wire “plug and play” connection Remote load control option and alarm
Autoselect for 12V and 24V panels and batteries Surge, PV short and reverse current protection

Specifications MPPT12-1 MPPT12-2

Input Voltage 16V to 55V

Output Voltage 13.5V / 14.5V & 27V [ 29V 13.5V / 14.5V & 27V [ 29V

or Prog. 2V - 50V
Efficiency Typical 97%
Output Power 200W at 29V
150W at 14.5V

Remote Control, Alarm and Programming - Yes

Dawn to Dusk or LVD - Yes

PV Short and Surge Protection - Yes

Thermal Protection Yes

Dimensions [LxWxH] 100mm x 75mm x 35mm

Designed and Made In Australia By
GSL Electronics

www.gsl.com.au



